Environmental Protection Agency

§60.1030 Can the Administrator dele-
gate authority to enforce these Fed-
eral new source performance stand-
ards to a State agency?

Yes, the Administrator can delegate
all authorities in all sections of this
subpart to the State for direct State
enforcement.

§60.1035 How are these new source
performance standards structured?

These new source performance stand-
ards contain five major components:

(a) Preconstruction requirements.

(1) Materials separation plan.

(2) Siting analysis.

(b) Good combustion practices.

(1) Operator training.

(2) Operator certification.

(3) Operating requirements.

(¢) Emission limits.

(d) Monitoring and stack testing.

(e) Recordkeeping and reporting.

§60.1040 Do all five components of

these new source performance
standards apply at the same time?
No, you must meet the

preconstruction requirements before
you commence construction of the mu-
nicipal waste combustion unit. After
the municipal waste combustion unit
begins operation, you must meet all of
the good combustion practices, emis-
sion limits, monitoring, stack testing,
and most recordkeeping and reporting
requirements.

§60.1045 Are there different subcat-
egories of small municipal waste
combustion units within this sub-
part?

(a) Yes, this subpart subcategorizes
small municipal waste combustion
units into two groups based on the ag-
gregate capacity of the municipal
waste combustion plant as follows:

(1) Class I Units. Class | units are
small municipal waste combustion
units that are located at municipal
waste combustion plants with an ag-
gregate plant combustion capacity
greater than 250 tons per day of munic-
ipal solid waste. (See the definition of
“municipal waste combustion plant ca-
pacity” in §60.1465 for specification of
which units at a plant are included in
the aggregate capacity calculation.)

(2) Class Il Units. Class Il units are
small municipal waste combustion
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units that are located at municipal
waste combustion plants with an ag-
gregate plant combustion capacity less
than or equal to 250 tons per day of mu-
nicipal solid waste. (See the definition
of “municipal waste combustion plant
capacity” in §60.1465 for specification of
which units at a plant are included in
the aggregate capacity calculation.)

(b) The requirements for Class | and
Class Il units are identical except for
two items:

(1) Class | units have a nitrogen ox-
ides emission limit. Class Il units do
not have a nitrogen oxides emission
limit (see Table 1 of this subpart). Ad-
ditionally, Class | units have contin-
uous emission monitoring, record-
keeping, and reporting requirements
for nitrogen oxides.

(2) Class Il units are eligible for the
reduced testing option provided in
§60.1305.

PRECONSTRUCTION REQUIREMENTS:
MATERIALS SEPARATION PLAN

§60.1050 Who must submit a materials
separation plan?

(a) You must prepare a materials sep-
aration plan for your municipal waste
combustion unit if you commence con-
struction of a new small municipal
waste combustion unit after December
6, 2000.

(b) If you commence construction of
your municipal waste combustion unit
after August 30, 1999 but before Decem-
ber 6, 2000, you are not required to pre-
pare the materials separation plan
specified in this subpart.

(¢) You must prepare a materials sep-
aration plan if you are required to sub-
mit an initial application for a con-
struction permit, under 40 CFR part 51,
subpart I, or part 52, as applicable, for
the reconstruction or modification of
your municipal waste combustion unit.

§60.1055 What is a materials separa-
tion plan?

The plan identifies a goal and an ap-
proach for separating certain compo-
nents of municipal solid waste for a
given service area prior to waste com-
bustion and making them available for
recycling.
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